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One of the major differences between Reed Tools and all other tools is people. 
When you see tools being produced in a Reed Plant, you get the idea that every 
tool is being made for the personal use of the craftsman working on it. 
1896 this attitude of pride and integrity of workmanship has never been lost. In- 
stead it has kept pace with advancing manufacturing methods resulting in 
ever-increasing quality and better values through new skills, techniques and 
manufacturing procedures... that Reed may always be, ‘‘the choice of men who 


Since 
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to our factory in Erie, Pa. 


GUARANTEE 


All Reed vises and pipe tools are manufactured to precise Engineering Specifica- 
tions and are guaranteed against defective material and workmanship. Any vise 
or pipe tool found to be defective will be replaced or repaired if returned-prepaid 
Reed further guarantees all Machinist Vises, uncondi- 
tionally, for five years from the date of purchase. The limit of Reed liability under 
all expressed or implied warranties for damages, consequential or otherwise, is 
the replacement of the product or repayment of purchase price. 
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REED MANUFACTURING COMPANY e ERIE, PA. 


e 16512 e U.S.A. 


ALL PURPOSE CHAIN WRENCHES 


Turns any shape 


CHEX 


Hardened 

Tool Steel Jaws 
have angulated 
teeth for quicker 
. gripping... are 
Reversible 

and 


C) round |_| square 
(> opp 


Ratchet Action 
works either 
way from 

either 


i. Replaceable 


Works in close quarters 
where an ordinary pipe wrench won’t. 


A REED Chain Wrench quickly proves itself your most help- 


ful tool. Does everything the conventional pipe wrench can, 
SIZES AVAILABLE 


and a great deal more. 

Holds any shape firmly with even distribution of bite .. . without pie, | Wot. cat | pie | Wot 

play... without crushing. Fast ratchet-like action lets you turn Pipe E Cat. Pipe Ea. 

either way from either side... you tighten and ‘‘back-off”’ with- Capacity No. Capacity 

out taking the wrench from the pipe. Works fast... works sure! Ya"— 34" 

Typical of all Reed Pipe Tools, this one is built for long hard WA-8 | “’—1" 29 

use. Chain will take maximum strain which can be exerted by Se ee a 

handle length. Handle is of high tensile malleable. Jaws are WA-18 | 4"—214" 83 
Chain Wrenches meet or exceed WA-24 | 4"—3" 


reversible and replaceable. 
Federal Specifications GGG-00651d. 


HEAVY DUTY PIPE WRENCHES 


OFFSET (RWO) 


REGULAR (RW) 


REED Heavy Duty Wrenches are designed for desirable light- Wat 
ness and balance without sacrifice of strength and durability. Pipe ig Pipe 
Pearlitic malleable handle and housing are heavier construc- Capacity | Lbs. Capacity 


tion at stress points . . . calibrated hook jaws are drop forged, Rw-6 | %"— %" 

milled and triple heat treated. The patented double-spring RW-8 | ¥"—1" 

action lets you grip and ratchet faster . . . less lost motion. RW-10 | %e"—1'2" | 2 

Both Regular and Offset designs meet or exceed Federal Speci- ig a” 

fications GGG-00651d, Type II, Class A. RW-18 5 
RW-24 | 14" 9% 


STRAP WRENCHES 


Provides tremendous gripping power for turning highly polished metal or 
plastic pipe without marring, scratching or kinking the surface. The specially 
woven Nylon strap is 50% stronger than natural fiber straps and is treated to 


resist slipping. Design and construction makes it easier to use... . lasts 
longer. Pipe capacity: SW6....%"—1", SW12....4%"—2", SW18....1"—95", 
Sw24....2”—12". In all sizes covered by Federal Standards, Reed Strap 


Wrenches meet or exceed Federal Specifications GGG-00651d. 


GENUINE SELF-FEEDING REAMERS 


EASIER « FASTER e CLEANER 


The unique spiral flutes of the genuine 
Reed Ratchet Reamer feed the tool into the 
pipe with NO pushing effort required... 
and the Reed designed and patented edges 
CUT the burr to a uniform, constant depth. 
There is no ‘‘binding”’ or ‘‘gouging’’. Thus, 
reaming is easier, faster and cleaner. The 
double pawl ratchet cuts lost motion in half. 
Reed’s cone resharpening service, at a 
nominal fee, assures maximum cone life 
at minimum cost. 

Available in two models....No. 2-71 which 
takes Series No. 71 or 81 Ratchet Die Heads 
(4"—1") and No. 2-72 which takes Series No. 
72 or 82 Ratchet Die Heads (44"—114"). 

Pipe Capacity for reaming is 44" through 2” 
for both the No. 2-71 and the No. 2-72. 

Meet or exceed Federal Specification 
EGG-R-180c, Type VII Class 1. 


CONVERTIBLE PIPE CUTTERS 


These REED Cutters make the cleanest 
cuts with the least effort of any cutting 
tool in their size range. In the 1-wheel 
roller model, the cutter wheel is in the 
sliding block in full sight of the cut-off 
mark. The 4-wheel model is preferred 
for ditch work and other close-quarter 
jobs because it cuts fast with an easy 
ratchet-like action even when limited to 
a quarter revolution. Cutters of similar 
size can be converted easily from one to 
three wheel by replacing rollers with 
wheels or from one to four wheel by 
replacing the single-wheel-block with a 
two-wheel-block. Reed No. 2 Convertible 
Cutters meet Federal Specification GGG- 
C-771d. 


1-WHEEL 
OR 3-WHEEL 


4-WHEEL 


TYPES AND SIZES AVAILABLE 


1-WHEEL CUTTERS 3-WHEEL CUTTERS 4-WHEEL CUTTERS 
. No. Pipe Capacity Cat. No. Pipe Capacity Cat. No. Pipe Capacity 


Ya"—14" Ye"—14" No. 1-4 "14%," 
No. 2-1 Y"—2" No. 2-3 Va"—2" No. 2-4 Yyn—2" 
No. 3-1 Le 3" No. 3-3 1? 3" No. 3-4 1” —3" 


CUTTER WHEEL REFERENCE CHART | 


RAZOR BLADE WHEELS 


REED Razor Blade Cutter Wheels cut easier, cleaner and last 
longer than any other wheels on the market because they are 
made, by an exclusive REED process, of chrome nickel steel which 
provides an ideally thin but very tough cutting edge. 

Users of any pipe cutter can enjoy the many benefits of REED 
Razor Blade Wheels by selecting the proper wheel from the 

: following Chart. 
For For For Wheels meet or exceed Federal Specification GGG-C-771d. 


Steel Pipe Tubing Plastics Pipe 
and Tubing 


Reed Reed Armstrong| Barnes | Beaver | Chicago Erie Nye Oster | Ridgid | Toledo 
Wheel a Bros. Tool Co. | Pipe Tool | Specialty ws Co. | Imperial | Cutter | Machine | Cutter : 
No. oO. No. No. No. No. No. No. No. No. 
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2-T ex . Z 
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TRE [SR Block] 31 | | +) SSS 
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3-RG* 
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2 
B 
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1-E (CI&S) 01 
50 (Cl) =~ 
55 (S) 
a a a ee a a a 
10 
15 
0 FT27 20 
0 
00 
OP2 
(i SS a eae 
30-40 TC3Q a 
TC3Q-P 
30-40P TC3Q = 
TC3Q-P 40 


*Wheels so marked are also furnished for cast iron pipe, and should be specified when wanted. 


WHEN ORDERING PINS SPECIFY BOTH WHEEL NUMBER AND CUTTER MANUFACTURER'S NAME. 
REED HINGED CUTTER WHEELS — Refer to Page 3 of the Reed Price List. 

REED ROTARY CUTTER WHEELS — Refer to Page 5 of the Reed Price List. 

REED TC-6 TUBING CUTTER WHEELS — Refer to Page 11 of the Reed Price List. 


e FOR STEEL, CAST IRON or DUCTILE PIPE 
from 1" to 12" 

e CLOSED FRAME CONSTRUCTION FOR 
RIGIDITY and CUTTING EFFICIENCY 


e MINIMUM HANDLE SWING MEANS LESS 
DIGGING IN THE DITCH 

In a difficult situation these revolutionary 
Hinged Cutters have paid for themselves in 
a single cut, through saving of maintenance 
crew time. For ditch work or similar limited 
areas they operate in minimum space. Spun 
Cast Iron Pipe (8” dia.) can be cut off in less 
than two minutes. Steel pipe and old in- 
stallations of Pit Cast Pipe may take a 
little longer. 

The 4-wheel design operates in a minimum 
swing of the handle. This saves digging time 
and provides easier cutting in tight corners. 
Special wheel design rolls down the outside 
burr on steel pipe to eliminate need for filing. 
The closed frame construction provides a 
rigidity that results in a cutting efficiency 
which cannot be approached by any open 
frame or chain link pipe cutter. The patented 
four point guide aligns the cutter on the pipe 
in such a way as to assure perfect tracking and 
a right angle cut. 


SIZES AVAILABLE 
Pipe Cap. 
4" —2\n" 

H4 2Y2"—4" 
H6 4" —6" 
When ordering Hinged Cutters specify: 


1. Wheels for Steel Pipe 
2. Wheels for Ductile or Cast Iron Pipe 
3. Wheels for Extra Strong Steel Pipe 


Pipe Cap. 


gv—j2" 


For Complete Listing of Wheels and Parts Refer to 
Separate Price List. 


Capacity 
144" through 4" 


HINGED 4-WHEEL PIPE CUTTERS 


HINTS FOR CUTTING CAST IRON 


Let the brittle nature of cast iron work for you 


1. Square your Hinged Cutter on the pipe, tighten cutter wheels 
and then rock 90° in line with cutoff mark. 


2. Cut with rocking motion (strokes of about 100° arc) allowing 
each of the four wheels to overlap track of adjoining wheels. 


3. For a very rapid cut, tighten cutter wheels %4 to % turn of 
adjusting handle after each stroke. 


FOR DUCTILE IRON. . . In Step 3, FORCE the cutterwheels into 
the pipe until considerable effort is required to operate Cutter. 
Ductile will ‘‘work harden” if not forced: . . it’s tough rather 
than brittle. 


SOIL PIPE CUTTER 


For cutting up to 4” cast iron soil pipe or vent stack, this light, 
ductile iron, 4-wheel cutter readily absorbs excessive strains yet 
maintains its rigidity for accurate cuts. 

A patented spring tension device lets the cutter wheels exert a 
constant pressure on the pipe, yet yields to out-of-roundness, 
chilled spots, ridges, seams and cast letters. 

The hard, tough, alloyed steel wheels are especially designed for 
this cutter. You can make a clean, right-angle cut on extra heavy 
soil pipe in less than a minute . . . as close as one inch to the 
end of the pipe. The 4-wheel design permits a short back-and- 
forth cutting stroke which is most helpful in close quarters. Cata- 
log No. SP4 cuts pipe 142”—4". 


SOIL PIPE JOINER 


SIMPLE +« FAST « POSITIVE 


IT’S THE ONLY PRACTICAL JOINER BECAUSE... 


IT’S FAST! You count time in seconds, not minutes .. . to clamp on- 
to pipe, join (or disconnect) and remove the tool from pipe... 
job completed. 


IT’S COMPACT! Works close to walls, floors or ceilings . . . needs 
only 6” space along pipe and is only 11” wide. Designed for tight spots 
where other tools are useless. 


IT’S ECONOMICAL! You buy only one simple, easy-to-operate tool 
to join, or take apart, 2”, 3” or 4" pipe and all fittings using Tyseal, Dual- 
tite, Multi-Tite and other similar compression gaskets . . . one man 
operates it with ease. 


IT’S POWERFUL! A pull or two on the ratchet handle rams the fitting 
home solidly. A 20 to 1 mechanical advantage develops adequate ; 
thrust to handle the toughest job. 1 Clamp hub yoke on hub of pipe. 
IT’S SAFE! All force is exerted on the center line of the pipe and be- 
tween operating handles. Guide handle provides full steering con- 
trol of the free pipe or fitting to eliminate cocking. NO STRAIN ON 
REST OF LINE. 

IT’S LIGHTWEIGHT! Weighs a mere 20 Ibs. for easy handling in 
any position. 

IT’S RUGGED! Made of ductile iron, won’t break . . . no weak pieces 
to replace or repair... the PJ2-4 joiner can really take it. 

IT WORKS! It’s the first joiner that really handles fittings, Simply— 
Quickly—Positively .. . there’s no fumbling with chains . .. no jacks to 
jam or slip .. . no separate parts to lose in a muddy ditch! 


DESIGNED FOR TIGHT SPOTS 


2 Snap the yokes together and clamp 
barrel yoke on fitting. Yokes separate 
instantly for easier application. 


WORKS CLOSE TO WALLS, NEEDS ONLY 6” SPACE ALONG 
FLOORS OR CEILINGS PIPE AND IS ONLY 11” WIDE 


DO ONE JOB WITH REED PJ2-4 JOINER 
And You'll NEVER Willingly Use ANY OTHER 


3 Swing the ratchet to ram the fitting 
home. Guide handle controls align- 
ment—prevents ‘‘arcing’’ of the en- 
try stroke. 


CATALOG NO. PJ2-4 FOR 2”—4" PIPE AND FITTINGS 


ROTARY CUTTERS 


MANUAL CUTTERS FOR LARGE PIPE 


IDEAL for... 
e CAST IRON 


e DUCTILE ; from ; 
e STEEL 5” thru 34 
FAST .«« 


Four specially designed Razor Blade 
Wheels track perfectly for fast, easy, 
accurate cutting. Special ‘‘outrigger’’ 
rollers prevent dragging on cutter wheel 
hubs when cutting steel or old pit cast 
pipe. Patented pins provide quick inter- 
change of wheels for steel or cast iron. 


LESS DIGGING... 
Needs only 6” to 8” channel under the 
pipe . . . Handle needs only 45° to 60° 
of arc for cutting swing. 


NEEDS NO POWER... 


yet cuts faster than the heaviest power 
driven devices . .. only one or two min- 
utes set up time. Creates no sparks, 
electrical or explosion hazards. 


COSTS CONSIDERABLY LESS... 


than any other practical cutter in its 
size range yet saves more crew time than 
any other device available. 


Accommodates out-of-round pipe without sacri- 

ficing the rigidity required for cutting efficiency. Clean cuts can be made on 8” pipe in 2-3 minutes... 
Patented pipe guide automatically aligns cut- on 12” pipe in 3-5 minutes . . . by ONE MAN. 

ter for a right angle cut. 


SIX CUTTERS 
Cover the range from 5” 
thru 30” Cast Iron or Duc- 
tile Pipe—5” thru 34” Steel 
Pipe. 


These typical cuts on 12” 
to 30” cast iron pipes 
illustrate the clean, ac- 
curate, right angle cuts 
made by the Rotary Cut- 
ter. Cuts steel pipe 
equally close and the 
REED Razor Blade 
Wheels leave negligible 
burr. Thus, coupling-in 
sections is easier and 
faster . . . and joints 
are tighter. 


ROTARY CUTTERS 


°° FAST 


°° PORTABLE 


e PRACTICAL 


Because it needs no power source, 
the REED Rotary Cutter can be used 
anywhere... in mud, under water, 

or in explosive atmospheres. Over 70 
years of REED tool making experience 
contributed substantially to the 
design and production of this fast 
operating, fully portable and ruggedly 
practical tool. The Rotary Cutter 

has proved its superiority in actual 
field usage under the most 

severe conditions. 


WHEN ORDERING... 


complete Cutters, or extra Wheels, be 
sure to specify whether they are for 
cutting steel or cast iron pipe. If not 
specified, cutter wheels for cast iron 
pipe will be furnished. 


SIZES AVAILABLE 


Pipe Capacity 
Cast and 
Ductile Iron 


5", 6", g" 


Cat. No. Steel 


5" 6", 8” 


RC12 10” — 14” 10" — 12? 
RC16 16” — 18” 14” — 16" 
RC20 20" — 22" 18” — 20" 
RC24 24" — 26" 22" — 24" 
RC30 28" — 34" 30” 


ABOUT WHEELS... 


Cutter Wheels are interchangeable in 
all six cutters. Wheels for steel pipe 
will cut up to %” wall thickness. 
Wheels for cast iron pipe have been 
specially designed to cut, equally well, 
ductile cast iron pipe. 


ABOUT HANDLES... 
RC8, RC12 and RC16 
have a 414’ aluminum handle. 
RC20 and RC24 
have a 6’ aluminum handle. 
RC30 is furnished with the special 
handle and pipe saddle shown in 
photo at the right. 


LIGHTWEIGHT 


The light weight of the REED Rotary 
is especially helpful in line mainten- 
ance where the ‘‘trouble spot’’ is 
often some distance from the access 
road. Photo at right shows the ease 
with which one man can carry-in the 
16” size. The larger units can be 
quickly unhooked and the parts 
distributed among two or three of 
the crew. 


MINIMUM DIGGING 


The ditch needs to be opened only 
slightly more than enough to expose 
the section of pipe to be replaced. 
A narrow 6” to 8” channel provides 
ample room to slide the bottom half 
of the Cutter under the pipe. The 
top half is quickly hooked-up by 
swinging the adjusting screw and nut 
into the pressure slot. The patented 
pipe guide automatically positions 
the tool for a right angle cut. 


QUICK, CLEAN CUTS 


The easy swing of the aluminum 
handle requires only 45° to 60° of arc 
as the handle advances from one lug 
to the next. Rotation is in one direc- 
tion assuring absolutely uniform 
cutting depth around the full pipe 
diameter. Reed Cutter Wheels 
(quickly changed for steel or cast 
iron) track perfectly and cut cleanly 
to assure leakproof coupling. Cutting 
pressure is increased with a socket 
fitting built into the handle. Pressure 
on all wheels remains equal even 
when the pipe is out-of-round. 


SPECIALLY ENGINEERED 
RC30 PIPE SADDLE 


Because of the tremendous cutting 
surface resistances which can be 
encountered on old or long-buried 
pipe in the 28” to 34” diameters, the 
RC30 is regularly furnished with the 
pipe saddle shown rather than 
the conventional handle. It is easily 
attached after Cutter is positioned 
on pipe. It provides a better than 6 
to 1 mechanical advantage to ac- 
complish cutting with a simple and 
rapid ‘‘pumping’”’ motion well within 
the operator’s comfortable reach. 
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SIZES AVAILABLE 


No. 1S — Yoke Vise holds pipe 4g” thru 242". 


PIPE VISES 


FOLDING TRAY TRIPOD VISES 


These Vises quickly pay for themselves in time saved. The 
patented, large-surface tray locks the legs solidly to end effort- 
wasting spring and recoil in cutting or threading. Legs cannot 
collapse under any working conditions. The tripod folds 
easily for one-hand carrying with a hand grip at the balance 
point and sets up instantly and easily. 

The YOKE TRIPOD features the famous REED Long Jaw Vise 
described below with a pipe capacity from 4” thru 244”. The 
CHAIN TRIPOD features a REED Chain Vise with a capacity 
from 4" thru 5” (holds 4” soil pipe). Vise handle is at the 
side where it can be turned easily and naturally, with 
no fumbling or skinned knuckles. Hardened vise jaws have 
three faces for triple life. In all sizes covered by Federal Stan- 
dards, Reed Vises meet or exceed Specification GGG-S-00740a. 


No. CT-4 — Chain Vise holds pipe 44" thru 5”. 


LONG JAW TYPE 


CLAMP KIT PIPE VISES 


Cat. No. 


LONG JAW VISES 


The long jaws eliminate the tendency to mar, bend, 
or crush any type of pipe. Lower jaws reverse for double 
life. These are exceptionally strong and solid vises, 
equipped with pipe bender. The large capacity vises (at 
right) have interlocking jaws for greater gripping force. 
In all sizes covered by Federal Standards, REED Long 
Jaw Vises meet or exceed Specification GGG-V-415a. 


SIZES AVAILABLE 


LONG JAW 
Pipe Cap. | Cat. No. 


le Ny VA " 


LARGE CAPACITY 
Cat. No. | Pipe Cap. 


yA"— 6" 


Pipe Cap. 
Vg"—3Y2" 


LARGE CAPACITY TYPE 


Yal—o" Yg"—4V/o" qt a2 gt 
Vg"—2 Yn 1Yo"—12" 
CHAIN VISES 


A Kit Vise which can be secure- 
ly clamped to pipe, post or 
bench. It has all of the features 
of the famous REED Long 
Jaw Vise. 


SIZES AVAILABLE 


Cat. No. Pipe Cap. 

100 Ye"—1Y," 
10 Vg pu 

11 Vy "OV un" 


SIZES AVAILABLE 


Cat. No. Pipe Cap. 
CcVv2 Ya"— 2" 
cv4 Yg"— 4" 
CV5 ¥"— 5" 
CV6 Yor 6” 
CVv8 Ya"— 8" 
cvi2 %"—12" 


The REED Bench Chain Vise has earned an enviable reputation for 
convenience. Easy-to-use handle ends skinned knuckles. Chain 
drops naturally into position and locks automatically even on 
larger pipe sizes... holds pipe solidly while distributing grip over 
entire surface. Ideal for irregular shapes. Jaws have three faces 
for triple service life. In all sizes covered by Federal Standards, 
REED Chain Vises meet or exceed Specification GGG-V-415a. 


REFER TO SEPARATE ‘‘PRICE LIST’’ FOR PARTS FOR ALL PIPE VISES 


ASBESTOS CEMENT PIPE CUTTERS 


ACC PIPE CUTTERS 
CONTRACTORS SIZES 


Capacity 4”-16” 


ACC-2 
Two units cut 
4" — 8" pipe 
Specially engineered REED features make these the 
best and fastest cutters ever developed for A/C pipe. 
They will cut any wall thickness of pipe in half the 
time of other blade cutters, cleanly and squarely .. . 
with less operator effort. 


Outboard rollers automatically align the tool for a 
right angle cut and assure perfect tracking without 
a chalk line. Spring loaded adjusting nuts provide 
constant tension without drag even on rough or out-of- 
round pipe. REED A/C Cutters never cramp, bind or 
become cocked. The carbide tipped cutting blades cut 
easy, fast and smooth to leave clean ends with no 
rough or snapped edges. Rugged ductile iron frame 
assures light weight, solid cutting and long life. No. 
ACC-1 designates a single unit. Use two units (ACC-2) 
for 4" thru 8" pipe . . . three units (ACC-3) to cut 10” 
thru 16” pipe. 
ACC-3 
Add a third unit 


to the ACC-2 to 
cut 10” — 16” pipe 


A/C PIPE CUTTER 
PLUMBERS SIZE 


The REED ACC2-6 Cutter has all of the engineered features of the 
Contractors’ two/three unit models described above. Thus, this 
compact, integral, two-unit model provides all of the functional 
advantages of the larger companion models. 


The ACC2-6 cuts 2” thru 6” A/C pipe. 


This is one of the most convenient and practical pipe stands 
ever devised. It saves time ... does a better job. One 
husky screw anchors each pair of legs, backbone and pipe 
rest into a single, solid unit. Flanged feet lock onto legs 
... can’t wobble or get lost. Sets-up or dismantles in min- 
utes. Special angles of legs assure positive bracing for 
every work motion. The sturdy, fast-acting REED Chain 
Vise positions anywhere along the backbone and can’t fall 
apart or off the stand. 

Pipe Stand No. ACPS is furnished complete with Vise to 
hold 2” thru 10” pipe. Adding a 2 ft. section of chain provides 
14" pipe capacity and another increases it to 20”. Length of 
1144" steel pipe for backbone and legs is not furnished... 
40" legs and 72" backbone are recommended. 


Steel nut 
in aluminum 

body eliminates 
stripped threads. 


ACL6-16 FIELD LATHE 
For Machining 6”-16" Asbestos Cement Pipe 


The ONLY Field Lathe for A/C Pipe which will machine 
all known coupling ends: 


e On all classes of A/C Pipe from 6” thru 16” 
In a single pass of the lathe 
With factory-accuracy 


At no extra cost for tool bits, tool holders and 
ratchet drive 


NO OTHER Field Lathe Offers 
These Many Advantages: 


1. Double pawl ratchet drive with extended 
handle for easy one hand operation is 
standard ...no extra cost. 

2. Easy operation and long service assured 
by sealed ball bearings in both front and 
rear hubs. Bearings guaranteed forever 
. . . physical damage to seals excepted. 


3. Positive, quick-action lead screw nut... 


fingertip operation... cannot jam. 

4. No wrench required for spring loaded 
tool holder clamp... half turn clamps 
or releases. 


5. Quick adjustment nuts engage or release 
with finger pressure. No need to hold 
with one hand while you try to ‘‘set”’ 
tool holder with the other. 


6. Micromatic tool holder adjusting screws 
are preloaded to preserve settings... 
quarter turn equals .031” in pipe dia- 
meter ... accuracy to better than +.01” 
diameter. Feed screws are non-ex- 
tensible to provide minimum operating 
arc at all tool settings. 


7. Extreme strength and rigidity of entire 
frame-unit permits complete machining 
in a single pass. 

8. Two tool holders provide settings for carbide tipped 
tool bits to machine factory-accurate coupling ends on 
all pipe classes and types .. . no extra holders or tool 
bits to buy. 


9. Precision expanding arbor has longer effective bearing 
for exact centering in pipe ID. It is conveniently posi- 
tioned and locked from in front of pipe. 


10. No extra tool bits or holders needed for extended 


You must try the ACL6-16 machining . . . just move advance tool bit to exten- 
yourself to realize how easy sion position. : : : 

it is for one man to machine ll. Retractable trim tool for trimming up to 7" of damaged 
a coupling end with a single pipe ends is standard ... no extra cost. 

pass of the lathe. 12. Tapering blade for conduit joint machining is avail- 


able at nominal cost . . . no special too! holder required. 
(not illustrated). 


*Has Only 2 Major 
Components 


ARBOR & FRAME 


ONLY Optional Accessory 
Is A POWER DRIVE 

It's a good investment for 
major installations or when 
a shop is doing a large 
volume of A/C pipe work. 


Field Case Included 


SEE PAGE 11 FOR REED A/C PIPE CUTTERS AND PIPE STAND 
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ACL3-8 FIELD LATHE 


For Machining 3”-8” Asbestos Cement Pipe 


The REED ACL3-8 Field Lathe is designed specifically to trim 
and machine factory-accurate coupling surfaces on 3” thru 8” 
A/C Pipe and Conduit. As you can see the ACL3-8 is not another 
small version of a large-diameter lathe. It’s really new... 
all new! It works because it has been engineered to do-the-job 
on smaller diameter pipe. 


CHECK THESE ADVANTAGE-FEATURES 


1. Foolproof double pawl ratchet, with ex- 
tended handle, drives only in clockwise ) 
direction to prevent tool or pipe dam- | 

© age ... easy one hand operation. 

2. Easy operation and long service assured 
by sealed ball bearings in both front 
and rear hubs. Bearings guaranteed 
forever . . . physical damage to seals 
excepted. 

3. Integral arbor handle turns clockwise 
to expand fingers easily, quickly and 
positively. rc 


Ecacl 
4. Positive quick-action lead screw nut... 
quarter turn finger tip operation... can- 
not jam. 
5. Convenient reference scale on frame for 
fast, accurate tool setting. 
6. Only one adjustment required for each 
size pipe because all tools are on the 
single arm. 
@ 7. No wrench required for spring loaded 10. Retractable trim tool for trimming up to 6” of damaged 
tool holder clamp... half turn clamps pipe ends is standard . . . no extra cost. 
or releases. ll. Free ‘‘extended machining” position . . . no extra tool 
8. Micromatic adjusting screw is pre- holder or tool to buy . . . just move advance tool to 
loaded to preserve settings . . . quarter extend machining position. 
turn equals .03” in pipe diameter... 12. Exclusive cam-action arbor (Pat. Pend.) assures posi- 
accuracy to better than +.01” diameter. tive centering/clamping ... no slip, even on 3” pipe. 
3. Extreme strength and rigidity of en- 13. Tapering blade for conduit joint machining available at 
tire frame-unit permits complete ma- nominal cost... attaches to tool arm, no extra holder 
chining in a single pass. required (not illustrated). 


HAS ONLY TWO 
MAJOR COMPONENTS 
NO EXTRAS TO BUY 


Frame unit includes ratchet 
drive, hub assembly and 
tool holder with quick-acting 
adjustment clamp for rapid 
movement of tool holder, 
micromatic tool adjustment 
screw, retractable trim tool 
and the three tool bits. 
There are no extras to buy 

Field Carrying Case 


furnished. 
The ACL3-8 provides speed, Only Optional Accessory Is 
accuracy and easy one-man POWER DRIVE 
Operation . . . not equalled by It’s a practical investment for 
any other lathe for 3" — 8 major installations or when a shop 
A/C pipe. is doing a large volume of A/C 
pipe work. 


ACL3-8 Field Lathe conforms to GSA Drawing 5110-595-5314, 
August 10, 1966. 
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PRODUCTION FLARING TOOLS 


on 


These rugged tools flare copper, brass or aluminum 
tubing quickly, easily and accurately. Closed frame 
construction assures stiffness with light weight. 
Hardened steel die bar has grooved openings to 
grip tubing solidly without distortion. Spring 
loaded plunger centers tool at selected sizes. High 
carbon steel flaring cone is centered in tube to 
assure straight 45° flares . . . impossible with off- 
center or ribbed cones. 


Cat No. F8 for 0.D. %6", 4", Ae", 48", Ao", 2", %", A". 
Cat. F4 for 0.D. 38", 2", 4", 7a" (nominal 4” — 34"). 


SWAGING TOOLS 


These handy tools elimi- 
nate couplings in joining 
same-size tubing. A few 
hammer taps form a per- 
fect female coupling end. 
Precision machined, 
hardened, polished and 
cadmium plated. Drilled 
for safety-pin carrying. 


For K, L and M Tubing — O.D. %6", 4", %e", 48", Ae”, Y2", 
56", 94", 7a", 1¥8". 
For D.W.V. Tubing — O.D. 136", 1%", 24%", 34%". 


NEW TOOLS for PLASTIC PIPE 


ZIP-FLARE TOOLS 
For Plastic Pipe and Tubifg 


_ 


/ 


\ 


y 


FOR COMPLETE nd PRICES of the 
LATEST TOOLS FOR PLASTIC PIPE AND TUBING 
REFER TO SPECIAL BROCHURE NO. 2619 


ALSO IN THIS CATALOG — TURN TO: Page 3 for Strap Wrenches 


TUBING TOOLS 


HAMMER-TYPE 
FLARING TOOLS 


These lighter, easy-to-drive tools form perfect flared 
ends quickly and at low cost. They are hardened, 
polished and cadmium plated. Tubing ends are 
bored to remove dead weight. Drilled for safety-pin 
carrying. REED Hammer-type Flaring Tools are 
available in thirteen sizes for tubing from %6” thru 
24". May be purchased singly or in sets. For com- 
plete tabulation of sizes, refer to separate Price List. 


BENDING SPRINGS 


Slip the tubing into the right size spring and bend 
any desired arc without distorting or kinking the 
tubing. REED Bending Springs are long to permit 
larger radius turns when desired. 


Available for 0.D. Tube 4", %6", %", Ae", ¥2", %", A", 
7%," singly, in set of first 6, or full set of 8. 


and TUBING 


) BEVEL/TRIM TOOLS 
' ee » For Plastic Pipe 
SS ° re, 


x 


Page 11 for Pipe Stand 
Page 15 for Zip Cutters 


WHEN YOU NEED TOOLS for PLASTIC PIPE or TUBING — CHECK FIRST with REED 


QUICK-OPENING ZIP CUTTERS 


For Cutting Plastic Pipe and Tubing 
THE ONLY TOOL which cuts all commonly used types of plastic pipe 
and tubing with no measurable deformation. 


THE ONLY CUTTER which is universally recommended by all major 
manufacturers of plastic pipe and tubing. 


CUTS CLEAN . . . CUTS FAST. . . CUTS SQUARE ZIP the sliding bar to 
: a : the tube O.D., cut and 

Even when tubing retains coil-curvature. Ideal for solvent ZIP open... that’s it! 

weld applications. You're ready for your\ 


next cut. No need to 

back off manually! 
The patented Reed 
Speednut makes = 
these the fastest 
and best cutters 
you'll ever use. 


TC3Q-P 
CA4"—3¥2" 0.D.) 


j TC1Q-P 
One revolution in direction indicated in Fig. 1 CA4"—1%6" O.D.) 
assures perfect tracking for the cut. One to two 
revolutions in the opposite direction (Fig. 2) 
completes cut on plastic pipe or tube which are Bs 
commonly referred to as standard weight or thin —s TC2Q-P 
wall. For heavier rigid types, use a more gradual n_93;," 
feed and 3 to 4 revolutions to assure clean, CA 2% 0.D.) 
square cut and long wheel life. 


ALL EIGHT OF THESE 
REED ZIP CUTTERS OFFER... 


Perfect tracking and square right angle cuts 
. . . guaranteed by the precision bar-slide 


FOR CUTTING 
K, L, M, and 


. 


DWV TUBING Snhap-out, Snap-in De- and wide hub rollers. 
burring Blade in all Land ; ' 
2 size Zip Cutters. + Continuous feeding with NO ‘‘back-off” . . . 


TC3-Q (4"—3'%4" O.D.) 
TC2-Q (4"—2%" O.D.) 


attained by full length acme-threaded screw, 
and patented speednut. 


e Split second closing and opening . . . pro- 
vided by the patented speednut. 


e Elimination of friction by ball thrust bearing. 
e Feather-light handling and _ solid-as-a-rock 


TC1-Q performance .. . due to high tensile alumi- 
(%4"—1%6" O.D.) num alloy body plus precision machined, 
hardened, tool steel parts . . . stainless 


steel springs. 


INTERCHANGEABLE WHEELS PERMIT USE OF ALL ZIP CUTTERS TO CUT METAL OR PLASTIC TUBING 


THE NEW ZIP CUTTERS for 4” to 6%" O.D. SIZES 


THE TC6-Q FOR K, L, M and DWV TUBING 
THE TC6Q-P FOR PLASTIC PIPE and TUBING 


Once again Reed engineering initiative and ex- 
perience have produced a needed tool requested 
by the trade. These new ZIP CUTTERS offer all 
of the many conveniences, features and outstand- 
ing advantages of the other REED ZIP CUTTERS 
illustrated and described above. 


NOW 


CUT 6%" O.D. 
TUBING 
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Catalog No. 102 Threads Pipe 1” thru 2”. Furnished 
with Hardened High Speed Steel Chasers. Left hand 
dies available — See Separate ‘‘Price List’. 


QUIK-SET POWER-DRIVE THREADER 


For 1”-2” Pipe 


This improved quick-opening threader can DOUBLE the work 
output of your power drive. A twist of the selector knob 
positively snaps the unit into position for standard thread 
size on 1” thru 2” pipe. For undersize or oversize threads 
merely pre-set the fine adjustment dial. The guide is auto- 
matically set to size with the chasers. ‘‘Flip’’ release lets 
you pass over coupling or nipple chuck. 


Patented, yielding connection of the automatic guide, lines 
up the chasers on pipe axis regardless of variations in 
pipe O.D. You always cut a straight thread unless you want 
a crooked one. 


Because the guides open and close with the chasers, the 
die always rides squarely on the pipe. It can’t fall over 
and gouge the thread or break the chasers. 


The chaser scroll plate is completely enclosed, supported 
and unyielding, assuring exact size control and uniformity 
even after long usage. The chasers are of the most efficient 
milled high speed steel, with hardened cutting teeth and 
the patented REED double-threaded throat. They start 
easily over the largest burr and take the full speed of modern 
power drives without burning or premature dulling ... even 
on stainless steel pipe. 


QUIK-SET RATCHET HAND THREADER, For 1"-2” Pipe 


Catalog No. 10 Threads Pipe 1” thru 2”. Furnished 
with Hardened High Speed Steel Chasers. Left hand 
dies available — See Separate ‘‘Price List’. 


The exclusive high-performance features of the Quik-Set 
provide still greater benefits when applied to this ‘‘sweet 
working’ Ratchet Hand Threader. The 3 to 6 pounds lighter 


weight than other similar threaders . . . and, the patented 
Reed double threaded throat dies, let you start the tool 
easily over the largest burr . . . no pushing or strain, even in 


hard-to-get-at locations. 


The exclusive Reed Double Pawl Ratchet cuts lost motion 
in half and greatly simplifies threading in tight spots. Be- 
cause of the addition of this ratchet feature, guide settings 
on the No. 10 Threader are made with a fast-acting spin 
plate. The guides automatically align the chasers on the 
pipe axis to assure a perfect thread. All other proved fea- 
tures of the Quik-Set are retained. 


REED THREADGUARD CUTTING OIL 


This superior sulphur-lard oil is the result of thousands of actual work- 
condition tests by the Reed Engineering Laboratory. It is specifically 
formulated to cool the work, speed cutting and promote clean threads 

|| <EED 


without welding or tearing. 


Le 


Threading effort is reduced, die life is extended and threads are al- THREADAMD 


ways clean and true for tight joints. Reed THREADGUARD is available 


in natural DARK or super-refined CLEAR. BOTH have a distinctively “at Ge 


‘clean’ odor for easy and positive identification. 


AVAILABLE IN: 12 Quart Cans per case 
6 Gallon Cans per case 
5 Gallon Cans and 55 Gallon Drums 


NOTE: Threadguard is a cutting oil... NOT a lubricating oil 


ADJUSTABLE GUIDE RATCHET THREADERS 


SOLID DIE ADJUSTABLE GUIDE RATCHET THREADERS 
eee 


Reed Series ‘‘S’’ Adjustable Guide Ratchet Threaders are 
designed to take full advantage of Reed double-threaded 
throat, chip-ejecting dies. This exclusive throat feature 
of the Reed Die actually pulls the die onto the pipe. The 
patented design of the chasers creates an easy-cutting 
action which cuts long turnings and feeds them out and 
away from the work . . . no clogged dies or torn threads. 
Cutting is easier, dies last longer and every thread will 
make a tight joint. 

All Reed Solid Die Threaders will thread completely flush 
to a surface by removing retaining bolts and flipping the die 

G over so that the throat taper is in the front. 

One stock serves for all pipe sizes in each range with a 
separate quick-change die being used for each pipe size 
to insure correct rake of the chasers and the right size 
for a tight joint. 

These Threaders are so simple to operate that you can 
change die sizes and cut threads twice as fast as before. 
They are light weight . . . some sizes weighing as much 
as ten pounds LESS than other similar purpose threaders. 


MODELS AND SIZES AVAILABLE 


Threads 
Pipe 


Threads 
Pipe 


$81-6 (A 
& $81-5 1 lb now 
S$81-4 14%4"—2 " 
$81-3 1" on 
$81-2 %4"—2" 
$81-1 wy a__9 " 


Left hand dies and NSPM Solid Conduit Dies are available — 
See Separate Price List. 


ADJUSTABLE DIE, ADJUSTABLE GUIDE RATCHET THREADERS 


The Reed Adjustable Dies with which these light, compact Threaders are equipped feature the exclusive 
double-threaded throat to provide a self-starting action which pulls the die onto the pipe. You don’t 
have to push and you don’t have to file the burr. Further, one stock serves for all pipe sizes within the 
range of these sets and centering the stock on the pipe is fast andcertain. These adjustable die threaders 

e@ are particularly useful in maintenance and other work where rethreading and adjustment for size is 
required because of old or stretched fittings. Anytime a fitting is ‘‘broken and re-used” an adjustable 
die, set slightly ‘‘large’’, should be used to compensate for the ‘‘stretch’’ created by the previous snug- 
ging of a good seal. 


Threads 
Pipe 
lp ny" 
VA myn 
x% yj " 


Threads 
Pipe 
Yr" 3AR-4 
34" " 3AR-3 yuo 
3AR-1 1) =e" 
Left hand dies are available — See Separate Price List. 
IN ALL SIZES COVERED BY FEDERAL STANDARDS, REED THREADERS MEET OR EXCEED 
FEDERAL SPECIFICATION GGG-T-581b. 


Threads 
Pipe 
Yy"_2 " 


Threads 

Pipe 
1A4"—2" 
1Yy"—2" 
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DROP HEAD RATCHETS 


This Series of Threaders features positive locking, 
quick-change heads which will not drop out when 
in use. Hardened steel bushings assure straight, 
accurate threads and can be removed if there is 
need to cut a crooked thread. An exclusive REED 
double-pawl ratchet cuts lost motion in half. 


SIZES AVAILABLE 
Series 71 Full Range %—1" — Uses 0S (2” x 2") Dies 


Cat. No.| Hds. Threads 
Set in Set Pipe 


vo | " 
71-25 Yy"—\" 
71-35 ¥"—1" 
71-45 Yu" 
71-55 %"—1" 
a Head 

Series 72 Full Range %"—114" — Uses 1S (212" x 244") Dies 

Cat. No. Threads Threads 


Pipe Pipe 


72-1 Ya"—14" "14" 
72-2 WYN" 1" —14" 
72-3 3% Nyy ” 14 " 
72-4 Wy" ,4" 


BOLT DIE HEADS 


For Series 71 Die Block 2” x 2” — Range 4"—1" 
For Series 72 Die Block 24%" x 242" — Range 4"—144" 


Refer to Separate Price List for Parts 


RATCHET SET CARRIER 


This convenient metal carrier holds a ratchet stock 
and from one to six die and guide units. It is avail- 
able in two sizes .. . Catalog No. MC71-81 for Series 
71 or 81 Threader Sets and Catalog No. MC72-82 for 
Series 72 or 82 Threader Sets. 


RATCHET THREADER SETS 


With Patented Self-Starting Chip-Ejecting Dies 


STANDARD RATCHETS 


This Series of Threaders has individual dies and 
guides for each size of pipe to fit the head which 
is an integral part of each threader. You need 
not buy an additional head for each size .. . merely 
a die and a guide. Chip-ejecting dies assure clean, 
true threads for tight joints. Series 84 Set will thread 
from Y2" thru 2” with one stock. 


SIZES AVAILABLE 
Series 81 Full Range %"—1" — Uses 0S (2" x 2") Dies 


Cat. No. Threads Threads 
Set Pipe Pipe 


Dies 
in Set 


81-1 Yat" Yj" 
81-2 Yy"—" ri" 
81-3 3"—1" LJ 


Series 82 Full Range %"—114" — Uses 1S (214" x 244") Dies 


Threads Threads 
Pipe 


82-2 yn" "—1Yy4" 
82-3 %% nly " 1" —14 " 
82-4 Ya"—1A" 14" 


Threads 
Pipe 


Series 85 Full Range 214"—3” — Use 3S (5" x 5") Dies 


Cat. No. Set Dies in Set Threads Pipe 
85-10 2 242"—3" 
85 1 2¥%" or 3” 


CONDUIT DIES 


Solid Conduit Dies with NPSM (straight) threads are 
used where free-fitting mechanical joints are to be 
made with lock nuts as, for example, when connect- 
ing conduit to a junction box. 

These Dies are priced the same as the standard 
NPT tapered pipe dies which are used for taper- 
seal joints on both pipe and conduit. Specify 
CONDUIT or NPSM ONLY when straight threads 
are wanted. 


IN ALL SIZES COVERED BY FEDERAL STANDARDS, REED THREADERS MEET OR EXCEED 
FEDERAL SPECIFICATIONS GGG-T-581b. 


NON-RATCHET THREADERS 


THREE WAY THREADERS 
With Self-Starting, Chip-Ejecting SOLID DIES 


These light, compact threaders are always ready to 
thread three sizes of pipe. Hardened steel bushings 
insure accurate centering and straight threads. The 
exclusive REED self-starting, chip-ejecting solid 
dies make threading easier and every thread is 
clean and true for a tight joint. 

SIZES AVAILABLE 


Catalog No. 61-4 uses 0S Dies and threads pipe 2", 34", 1". 
Catalog No. 62-4 uses 1S Dies and threads pipe 12", 34", 1". 


Specify if NPSM (straight thread) 
SOLID CONDUIT DIES are wanted. 


TWO-HANDED, NON-RATCHET THREADERS 


SOLID DIE THREADERS 


=> 


These economical and practical Threaders feature 
the famous REED chip-ejecting solid die. Threads 
start easily and cut clean and true so that every 
thread makes a tight joint. 

Available in two types... sets with Ring Guides and 
sets with Adjustable Guides. In the sets with Ring 
Guides, the guides or bushings are machined to 
exact sizes and hardened to insure long wear. Sets 
with Adjustable Guides eliminate the separate 
guides which sometimes get lost. The guide is 
designed to center the stock quickly and accurately 
on the pipe. 

SIZES AVAILABLE 


W/Ring Guides 
Cat. No. Set 


Threads 
Pipe 


W/Adj. Guides 
Cat. No. Set 


1SP1 YA" —1" 
1SP2 yr" 
1SP4 Yp"—" 
1SP5 %"—1" 


ADJUSTABLE DIE THREADERS 


These Threaders feature the REED double-threaded 
throat adjustable dies which start easily without 
pushing. The adjustable feature permits cutting 
undersize or oversize threads when required. 

Also available in two types... sets with Ring Guides 
and sets with Adjustable Guides. Sets with Ring 
Guides have separate guides or bushings for each 
size of pipe. Sets with Adjustable Guides eliminate 
the separate guides to speed changeover when 
threading several sizes of pipe . . . and avoid the 
danger of lost or misplaced ring guides. 


SIZES AVAILABLE 


W/Ring Guides 
Cat. No. Set 


Threads 
Pipe 


W/Adj. Guides 
Cat. No. Set 


2AP1 Yy"—1" 
2AP2 Yn" 
2AP4 "1" 
2AP5 Yon" 
2AP6 "1" 


See Separate Price List for Threader Set Parts. 


IN ALL SIZES COVERED BY FEDERAL STANDARDS, REED THREADERS MEET OR EXCEED 
FEDERAL SPECIFICATIONS GGG-T-581b. 


PIPE PULLER 


The Puller is easily placed on the pipe and grips securely 
the moment lifting or pulling pressure is applied. May 
be pulled by hand or with a hydraulic jack. For hand use 
just screw a convenient length of 1” pipe into the 
tapped socket. 

This tool saves time and money particularly in replacing 
underground service lines. 

Catalog No. PL available in pipe sizes 34", 1", 14", 14", 
and 2”. Each Puller is designed for only one pipe size. 


Well Drillers SAFETY CLAMP 


Assures a positive grip and 
safe lift on any length of pipe 
or rod. 

This Reed Clamp has success- 
fully handled lifts as great as 
10,000 Ibs. on 2” pipe. Bottom 
jaws are cross-corrugated and 
bear on a heavy sectioned sup- 
port in the main casting. Top 
jaw is corrugated lengthwise 
to resist turning of pipe. 

Two detachable 24” handles plus ring bolt for mechanical 
hoist. A positive lock bolt anchors yoke to frame. 

Catalog No. DC1 for pipe up to 244". 


SELF-STARTING DIES 


The Reed Solid Die is the ONLY Die which will assure the operator absolute 
accuracy of thread throughout the life of a Die because the machining is 
completed after the segments are securely welded into the holder. There 
is no possibility for deviation through machining prior to assembly. 


Reed Adjustable Dies are used when rethreading requires size adjust- 
ment to compensate for old or stretched fittings. For example, anytime 
a fitting is ‘‘broken’’ and reused, an adjustable die set slightly ‘‘large’’ 
should be used to compensate for the ‘‘stretch’’ created by the previous 
snugging of a good seal. 


Because of their special and patented design, these REED Dies cut easier 
and faster by hand or machine .. . and always cut clean, smooth threads 
for good tight joints. The patented DOUBLE-THREADED THROAT actually 
pulls the die onto the pipe, burr or no burr. No tiring and time-wasting 
pushing is ever necessary. 


The CHIP-EJECTING feature results from the positioning and the easy 
cutting action of the two opposed chasers which do the major cutting job. 
Because of their exclusive design they cut long chips and feed them out and 
away from the work. The turnings cannot clog the die or tear the thread. 
These REED double-threaded throat, chip-ejecting dies are precision made 
of high quality alloy steel, electrically heat treated and carefully tempered. 
They are interchangeable with all other makes of similar type. 


SOLID DIE 


TYPES AND SIZES AVAILABLE ADJUSTABLE DIE 
PIPE DIES BOLT DIES 
Solid Sizes | Adjustable Solid Sizes _ | Adjustable 
Made Cat. No. Cat. No. Cat. No. 


OSP (2" x 2") OSL (2" x 2”) 
1SP (24%" x 2%4") ISL (24" x 24%") 2AL 
2SP (4" x 4") 2SL (4" x 4") 3AL 


3SP(5" x 5”) 


UNLESS OTHERWISE SPECIFIED, RIGHT HAND DIES WILL BE FURNISHED 
PIPE DIES ARE NPT THREAD 

BOLT DIES ARE NATIONAL COURSE NC (USS) UNLESS OTHERWISE SPECIFIED 
NATIONAL FINE NF (SAE) and WHITWORTH BSW ARE AVAILABLE 

ALL LEFT HAND DIES ARE PRICED AT DOUBLE THE RIGHT HAND PRICE 


Solid Dies (Type II Class 1) and Adjustable Dies (Type II Class 2) meet or exceed 
Federal Specification GGG-T-581b. 


REFER TO SEPARATE PRICE LIST FOR: 


SOLID BOLT DIE SETS with 2 Handle Stocks 
ADJUSTABLE BOLT DIE SETS with 2-Handled Stocks 
STOCKS IN WHICH DIES FIT 

REMOVABLE HEAD RATCHET SETS FOR BOLTS 
STANDARD RATCHET SETS FOR BOLTS 

THREE WAY SETS WITH BOLT DIES 

THICKNESS OF SOLID and ADJUSTABLE PIPE DIES 


REED MANUFACTURING COMPANY 
Erie, Pennsylvania 16512 U.S.A. 
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